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IMPORTANT SAFETY INSTRUCTIONS

A Note: in order to ensure safety, please read these instructions carefully

All safety and operating instructions should be read before the
productis operated.

A Attention:To reduce the risk of fire or electric shock, do not expose this apparatus

to rain or moisture!

Ventilation i Objects or liquid entry
inside the unit
Do not block any

ventilation openings. Be careful that no

objects fall or liquid is sl &\~
spilled inside the unit
through ventilation ok

Cleaning A openings.
(
| ly with d % -
Clean only with dry Hum|d|ty
cloth. )
The unit should far @?
Heat sources away form water. %

2

Do notinstall near N g

any heat sources ! ) .

such as radiators, ~ l B Maintenance
stoves, or other =

apparatus that
produce heat.

Refer all servicing to
qualified service
personnel. To

Power cord proctecion Qgiii?‘jgengf" of LI,
attempt to service

this equipment

yourself because

opening or removing

covers may expose

you to

dangerous voltage
Overload AN or other hazards.

Power plug should ‘OU’&Q
not overload. @

Protect the power
cord from being
walked on or pinched
particularly at plugs.
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Dominate

Key Enter

Key Quit

Key Process
Led Clip

Enc Variation
Enc Navigation
Pot Input Level
Pot Output Level

Parameter

Inputs:

Outputs:

Input Max Level:
Output Max Level:
THD+N:

S/N Ratio:

Frequency Response:

A/D and D/A Resolution:

Process Resolution:

Processes:
Display:
Connectivity:

Gain L&R

Enters sub-menus

Exits sub-menus

Bypass L+R

Process overflow.
parameter variation
Navigation menus

Input gain Left, Right
Output volume Left, Right

2 TRS Unbalanced

2 TRS UnBalanced
9dBu

9dBu

<0.01% @ -6 dBFS (Bypass)
>90 dBA (Bypass)
20Hz-20kHz +/- 0.5dB
20 bit

24x32 bit

Equalizer

LCD 2x20 alphanumeric
MIDI/USB

Bypass Volume L&R

Input

VvV Vv

Parametric
Equalizer 2X15

v R i
»
Output

A

Edit Pa.rameter

Bypass




Brief description

The DGP-215 is a graphic/parametric 2-channel EQ with 15+15 filters with channel
link possibility. Its filters are symmetrical and High / Low pass filters are included. A
delay line for each channel is also available. Its settings are stored into 16 Factory
and 16 User Presets. The device can also be linked to a controller using MIDI, RS232,
USB.

User Interface
At power on, afterthe init phase, the unit shows on LCD display the below

PRESET XX: NMAME PRESET
Ll ReATHI

On upper row the preset number and the preset name are visible, on the lower row the
vu-meter shows the input signal level after the analog GAIN L&R.

To access the main menu the user pushes the ENTER key or rotates the NAVIGATION
encoder.

Toreturn to the vu—meters, the user pushes the QUIT key.

Every time the user pushes a key, the led near it changes its state.

After an encoder rotation or an ENTER key beat, the LCD display shows:

PRESET XX: NMRAIME PRESET
LORD PRESET

Using the encoder, the main menu is accessible through the lower row:

1. LOAD PRESET

2. SAVE PRESET

3. UTILITY FUNCTION
. EDIT CHANNEL L
5. EDIT CHANNEL R

S

EDIT CHANNEL Rwon’ tbe shown if the system is configured as (Link L& R=0ON)

To select a field use the ENCODER (Navigation) . To access a sub-menu press
ENTER, to exit press QUIT. Enter and quit are also used to confirm user choices.

LOAD PRESET MENU
Here itis possible to select and load one of the 16+16 available presets.
To select a preset use the ENCODER.

LORD PRESET
S NMARME PRESET

If the current preset is the selected one, but has been modified, an asterisk will be shown.

LORD PRESET
Ot NMAME PRESET ~




To load the selected preset press ENTER, to leave sub-menu press QUIT. During
presetloading the display will show:

( WRIT: LORDNG ... ]

If the user tries to load an empty preset, a warning will be given:

LERRGR: PRESET E!T!F'TH‘J

SAVE PRESET MENU

Within this menu, use the ENCODER Navigation to select the desired location
between the user presets. Pressing enter it' s possible to save the preset. If the
chosen location is occupied, the user will see awarning:

OVERWIRITE PRESET ?
WES = ENMTER; Mo=0uT

Pressing QUIT the system returns to SAVE menu, pressing ENTER the preset will
be saved and the screen will show:

t LURIT: SRVING... J

After that, saved preset name editing will be possible.

Use the ENCODER Navigation to select character position, and ENCODER Variation
to change the character. To save press ENTER, to maintain default name press
QUIT. After this the system returns to main menu.

If a preset is not saved, switching off the device will lose it.

UTILITY FUNCTION MENU

Itis possible to select one of this functions:
.LinkL&R

. Config Communication

. Config Delay unit

. Config Equ type

.FlatEqulL

.FlatEquR (%)

. CopyLtoR (%)

4. CopyRtoL (%)

use the ENCODER Navigation to select the desired function and press ENTER to
access it, press QUIT to exit.

LD = WD

LinkL& R

Link L& Ris used to set the following configurations:

Link L& R= OFF Dual mono mode

LinkL& R= ON Stereo nmode.

If Link L& Ris ON the menu associated functions are reduced, and whatever editing
is made on the Left channel will be applied also to the Right one.

Use the Encoder Variation to select OFF or ON. To confirm press ENTER.

When passing from OFF to ON the display will show:
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Lis : ARE YOU SUREY
WES = ENTER; NO=0UT

If confirmed, this command will wipe out Right channel settings, replaced by settings
identical to the Left channel.

Config Communication

Itis possible to select the remote control interface to use. Use the Encoder Variation

to select one of the following: RS-232, USB, MIDI Channel 1, ..., 15. Usethe Encoder
Variation to change the setting. Check also the coherent setting on the back panel
hardware switch. To exit press QUIT.

CoOTyTuUCRTIoN
DEVICE: < R5-232>

When the unit is remotely controlled (through RS232 or USB null-modem cables),
then the front panel is disabled and the LCD display shows:

PI' I'I'IHNEETII'IH

LIS | LS|

t SWSTEM LOOK J

Config Delay unit
This function allows the user to edit the delay time in meters or in seconds.

Config Equ Type

This function allows the user to select a graphic equalizer or a parametric equalizer.

CONFIGURE EQU TYPE
TYPE: PRRRIMETRIC

in order to confirm the blinking parameter, itis enough to push the ENTER key.

There are no problems turning from graphic equalizer to parametric equalizer.

When the user asks to turn from parametric equalizer to graphic equalizer, then the
LCD display shows

->GEQ : ARE YOU SURE?
WES = ENTER; NC=0UT

if the user confirms his request, the system automatically changes the frequency and
the Q values of each filter to suitable values for 2/3 octave filters.

When a parametric equalizer preset is loaded when the system is in graphic mode,
then the system automatically changes the frequency and the Q values of each filter
to suitable values for 2/3 octave filters.

So the user has to be sute to load presets consistent with the current equalizer mode.




FlatEquL/R

This function resets all parametric filters of the Left/Right channel. After pressing
ENTER the following will be shown:.

Press ENTER to confirm, QUIT to cancel.
CopyLtoR/ RtolL

This function copies the settings of one channel to the other. Press ENTER to show
the following message:

Press ENTER to confirm, QUIT to cancel.
EDIT CHANNEL L/R MENU

This sub-menu allows channel parameters editing:

1. Equalizer

2. Hp Filter

3. Lp Filter

4. Delay

5. Mute Channel

use the ENCODER to select the desired function and press ENTER to access it, press
QUIT to exit.

Equalizer

Here it’ s possible to edit the 15 filters’ gain (+/-15dB step 0. 5dB), frequency (20Hz, . .,
20kHz step 1/12 octave), bandwidth (from Q=0. 4 to Q=1. 00 step 0. 05, from Q=1. 00 to
Q=10step 0. 1 and fromQ=10to Q=128 step 1) .

After selecting Equalizer and pressing enter the display shows:

Using the ENCODER it’ s possible to select the filter to edit (upper rightin the display) .
Scrolling all 15 filters the lower row will show the setting of each. To edit the selected

filter, press ENTER

The ENCODER selects Gain, Freq, Q

The Encoder Variation varies the parameter value.

HP/LP Filter

This sub-menu edits a Butterworth High/Low Pass filter. Available parameters are
frequency (20Hz, .., 20kHz step 1/12 octave) and order (filter bypass, 1st order, 2nd
order) .
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Upon selecting H/L pass and pressing enter the user accesses the menu:

The ENCODER selects Freq, Order
The Encoder Variation varies the parameter value.

Delay
This sub-menu edits a delay line (from Oms to 199. 987ms step 21 us) .

The NAVIGATION encoder allows to select the value of hundreds, tens, units and
decimals.

The selected digit is blinking.

The VARIATION encoder allows to change the selected digit.

Mute

This function allows to mute the selected channel.




Midi Standard
Program Change

Value Range Legend
0,...,15 Factory Preset
16,...,31 User Preset
Control Change
Controller xgl':’;e Legend
Bank select 0 01,2 Cthr;l;;OL::fI:;E?geAtLeﬂ; Bank = 1: channel Right; Bank =2:
Eq Type 14 0.1 0= Parametric; 1=Graphic
Num Filter Eq 16 0,.,14 Select num filter
Amplitude PEQ 17 0,..,60 -/+ 15dB step 0.5dB
Frequency PEQ 18 0,..,120 | from 20Hz to 20kHz step 1/12 Oct
Band-width PEQ 19 0,..,111 From 0.04 to 128 (vedi Tab. Q)
High Pass Frequenc 20 0,...,120 | from 20Hz to 20kHz step 1/12 oct
High Pass Slope 21 0,1,2 Bypass, -6dB/Oct; -12dB/Oct
Low Pass Frequency 22 0,...,120 | from 20Hz to 20kHz step 1/12 oct
Low Pass Slope 23 0,1,2 Bypass, -6dB/Oct; -12dB/Oct
Delay Adjust 24 0,..,99 from 0 to 198ms step 2 ms
Delay Fine 25 0,..,47 from 0 to 1ms step 21 us
Mute/Unmute 26 0.1 0=Unmute; 1=Mute

In order to edit a filter, follow the below steps:
1.Be sure about the selected equalizer mode
2.Select the channel controller 0

3.Select the number of the filter controller 14

4.Change the amplitude of the selected filter controller 17
5.Change the frequency of the selcted filter controller 18

6.Change Q value of the selected filter controller 19
Repeat the steps 3,4,5,6 for each filter you wish to edit

QVALUES-Controller19
0 1 2 3 4 5 6 7 8 9

0 0.4 0.5 0.6 0.7 0.8 0.9 1 1.2 1.4 0.16
10 1.8 2 2.2 2.4 2.6 2.8 3 3.2 3.4 3.6
20 3.8 4 4.2 4.4 4.6 4.8 5 5.2 5.4 5.6
30 5.8 6 6.2 6.4 6.6 6.8 7 8.2 8.4 8.6
40 8.8 9 9.2 9.4 9.6 9.8 10 12 14 16
50 18 20 22 24 24 28 30 32 34 36
90 9 100 102 104 104 108 110 110 114 116
100 118 120 122 124 124 128




China Office:

4/5Floor, Building B , No.885 , Shenzhou
Road,Science City, Guangzhou, China
Tel:+86(20)62845258/59/60
Fax:+86(20)62845256
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